AMENDMENTS TO SPECIFICATION 


Please replace Paragraph [0006] of the Specification as follows: 

[0006] The object of the present apparatus, therefore, is to provide a new and 
improved technique for notification to a user of the status of remote 
containers as to whether the container has a package or not. 


Please delete Paragraph [00013] from the Specification: 

{0013] FIG 3 is a schematic of the apparatus used as a security system. 


Please replace Paragraph [00017] of the Specification as follows: 

[0017] The apparatus includes a container (14), as shown in FIG 1, having a loading 
opening (16) and a collection opening (18). A first sensor (20) is connected 
to the loading opening (16) that generates a first signal. The first sensor can 
be an electromechanical switch, a magnetic switch, optical switch, an infrared 
switch, pressure sensor, strain gauge, analytical sensor, an ultrasonic switch, 
or the like. The apparatus further includes an intelligent device (24), such as 
a remote terminal unit (RTU), connected to the first sensor (20) for receiving 
the first signal (22), that generates from the first sensor. The intelligent 
device (24) generates a first intelligent device signal (26). The intelligent 
device (24) is in contact with a communication system (28). The 
communication system (28) is radio, cellular, fiber optic, satellite, or wires. 


Please replace Paragraph [00018] of the Specification as follows: 

[0018] The apparatus also has a second sensor (32) connected to the collection 

opening (18), which can be a door, for generating a second signal (34) to the 
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intelligent device (24), wherein the intelligent device (24) is adapted to 
generate a second intelligent device signal (36) and communicate the second 
intelligent device signal to a network. Finally, the apparatus has a user 
interface (50) for receiving at least one signal from the communication 
system. The apparatus has a software interface (12)_for receiving at least one 
signal from the communication system. 

Please replace Paragraph [00020] of the Specification as follows: 

[0020] In another preferred embodiment, the intelligent device (24) further has a 
counter (70) to provide information on sensor activity on a timed basis to the 
user interface. 

Please replace Paragraph [00028] of the Specification as follows: 

[0028] Another embodiment entails the apparatus having an analyzer (72) to monitor 
and evaluate sensor activity. 

Please replace Paragraph [00032] of the Specification as follows: 

[0032] The apparatus is also used as a security system for providing security notice 

to a user interface concerning a container. The security system is shown in 

FIG 1 and FIG 3 . In the most preferred embodiment, the security system 

includes a container (14) having a loading opening (16) and a collection 

opening (18), a first sensor (20) connected to the loading door for generating 

a signal (22), and an intelligent device (24) connected to the first sensor for 

receiving the signal (22) and generating an intelligent device signal (26). The 

system also has a communication system (28) in communication with the 

intelligent device (24), for receiving the intelligent device signal. The 
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communication system is radio, cellular, fiber optic, satellite, or wires. 
Finally, the system includes a second sensor (32) connected to the collection 
door for generating a second signal (34) to the intelligent device, wherein the 
intelligent device is adapted to generate a second intelligent device signal and 
communicate the second intelligent device signal to communication system 
and a user interface (50) for receiving at least one signal from the network. 

Applicant believes no new mater has been added with these amendments. 
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